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RECOMMENDED P.C.B LAYOUT

(COMPONENT SIDE OF BOARD)
TOLERANCES: +/—0.05[.002]

’“‘0.40 [0.016]
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8.50 [0.335]

1.MATERIALS:

PLASTIC HOUSING:

CONTACTS:
PLATING:

| G | H
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13.50 [0.532]
MIN

13.50 [0.531]

MIN

- \R.ZS [RO.010]
MAX

RECOMMENDED PANEL CUTOUT

ENGINEERING THERMOPLASTIC
FLAMMABILITY RATING UL94V—-0
COLOR: BLACK

PHOSPHOR BRONZE

50 p” [1.27 MICRONS] MIN. GOLD PLATE

ON MATING SURFACE

50 p” [1.27 MICRONS] MIN. NICKEL UNDERPLATE.
100 p” [2.54 MICRONS] MIN. MATTE TIN

ON CONTACT TAILS.

2. THE REMOVAL FORCE OF PRESS FIT CONTACT SHOULD BE
IN RANGE OF 10N PER PIN.
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297[11.693]

31.5[1.240] T

| S~ == 7 |

21 0[8.268]
PACKAGING NOTES:
1. ONE TRAY SHOULD HOLD 50 CONNECTORS.
2. A FULLY LOADED CARTON SHOULD CONTAIN 10 TRAY
(500 PCS) OF CONNECTORS.
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2 DECIMAL PLACES #0.25 REF. DWG NO. REV
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