
T e c h n i c a l / P e r f o r m a n c e  I n f o
Material Polypropylene

Flammability UL94V-2

Color RAL 7040 Light Gray

Temperature Rated for continuous-use temperatures up to 149°F (65°C)

Adhesive-backed tape Polyethylene foam carrier with synthetic rubber adhesive

Applicable mounting surfaces Very suitable for metal, paper/cardboard, glass/ceramics, wood and
many plastics 

Good bonds are achieved on smooth surfaces

Recommended tape
application temperature

65°F to 95°F (18°C to 35°C)

K e y  F e a t u r e s               B e n e f i t s

Flexibility Can be used in applications requiring fl exibility where conventional wiring duct cannot

Fully enclosed fi ngers Provides method to retain cables while reducing number of parts needed in stock 

Adjust and make uniform Benefi ts  information – some right and left justifi ed, some not

Offset fi ngers Reduces installation time compared to designs with overlapping fi ngers

Factory-applied, adhesive-backed tape Aids in the positioning* of the wire duct.

Panduct® Type FL –
Flexible Wiring Duct
Panduct® Flexible Wiring Duct is a one-piece, slotted 
sidewall, open fi nger design wiring duct intended to route 
and protect wires in applications that require fl exibility. The 
unique fi nger design makes it easy to add or remove wires after 
termination without the use of special tooling. Factory-applied 
tape is provided for easy positioning.*

w w w. p a n d u i t . c o m

*Adhesive tape is not meant for permanent mounting of wiring duct. One mounting hole on each end will be exposed for permanent mounting with fasteners. 
For best results, wiring duct should be applied to clean, dry, grease-free surfaces. We recommend the surface be cleaned prior to wiring duct installation.
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O r d e r i n g  i n f o r m a t i o n

Part Number
Duct External 

Dimensions (W x H)
Standard 
Length

Tape 
Width 

(W)

Std.
Pkg.
Qty.

FL12X12LG-A 0.49" x 0.49" (12.5mm x 12.5mm)
19.7"(500mm)

0.24" (25mm) 112 pcs.

FL25X25LG-A 0.98" x 0.98" (25mm x 25mm) 0.58" (14.7mm) 70 pcs.

FL50X50LG-A 1.97" x 1.97" (50mm x 50mm) 0.58" (14.7mm) (2 strips) 32 pcs.

P a n d u i t ®  T y p e  F L  W i r i n g  D u c t  –  W i r e f i l l  C a p a c i t y

Nominal 
Duct 
Size 

(W X H) 
mm

Nominal 
Area 
mm2

Electrical Communication

8
AWG

10
AWG

12
AWG

14
AWG

16
AWG

18
AWG

22
AWG

23
AWG

23/24
AWG

24
AWG

Fiber
Cable

5.5 4.2 3.3 3.6 3.9 2.8 3.1 3.4 2.4 2.8 3.0 2.1 2.5 2.7 2.2 8.4 6.4 4.8 3.0

THHN THHN THHN MTW MTW THHN MTW MTW TFFN MTW MTW TFFN MTW MTW MTW
Cat. 
6A

Cat. 
6

Cat. 
5e

3.0
mm

12 x 12 144 1 3 5 4 3 7 5 5 9 7 6 12 8 7 12 0 1 2 6

25 x 25 625 8 14 22 19 16 31 25 21 42 31 27 54 38 34 53 3 6 10 27

50 x 50 2500 33 57 91 77 67 125 100 87 168 125 111 219 155 137 214 14 24 42 111

Table shows maximum wire fi ll based on 50% of duct internal cross sectional area. Formula – nominal area/2.50 x D2.
AWG dimensions represent typical outer cable diameter in millimeters.

D i m e n s i o n s

*Adhesive tape is not meant for permanent mounting of wiring duct. One mounting hole on each end will be exposed for permanent mounting with fasteners. 
For best results, wiring duct should be applied to clean, dry, grease-free surfaces. We recommend the surface be cleaned prior to wiring duct installation.

Mounting Hole Dimensions
For FL12X12LG-A

For FL25X25LG-A and FL50X50LG-A

Width

Width

Height

5.0 TYP
[.20] 8.0 TYP

[.31]

6.2 TYP
[.25]

4.0 TYP
[.16]

25.0 TYP
[.98]

25.0 TYP
[.98]

12.5
[.49]

12.5
[.49]

12.5 TYP
[.49]

CL

CL

*
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