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2X EPOXY SEAL 2X TORQUE STRIP

NOTES: UNLESS OTHERWISE SPECIFIED.

  1.  MATERIAL & FINISH:
     1.1  BODY: PASSIVATED STAINLESS STEEL
     1.2  DIELECTRIC: PTFE (TEFLON)
     1.3  CENTER CONTACT: GOLD PLATED BERYLLIUM COPPER
     1.5  GASKET: SILICONE RUBBER

  2.  SPECIFICATIONS:
     2.1  FREQUENCY RANGE: DC - 12.4 GHz
     2.2  INPEDANCE: 50 OHMS NOMINAL
     2.3  VSWR (MAX) BOTH ENDS:
               DC - 4.0 GHz: 1.15:1
               4.0 - 8.0 GHz: 1.20:1
               8.0 - 12.4 GHz: 1.25:1
     2.4  ATTENUATION ACCURACY: SEE TABLE
     2.5  MAXIMUM INPUT POWER
       2.5.1  AVERAGE: 2 WATTS AT 25vC DERATED LINEARLY TO
                 0.5 WATTS AT 125vC
       2.5.2  PEAK: 200 WATTS FOR A DUTY CYCLE OF 5x10^-4,
                 MAX PULSE DURATION OF 5 MICROSECONDS
     2.6  OPERATING TEMP RANGE: -55vC TO 125vC
     2.7  WEIGHT (MAX): 0.5 oz

   3.  TORQUE STRIP (SCREENED MODELS ONLY):
       3.1  ENTHONE M-9-N WHITE/CATALYST B-3,
              TML = 0.51%, CVCM = 0.4%

MODEL NO.
(N OR S)

ATTENUATION (dB)

NOMINAL ACCURACY

M3933/14-01 3 u 0.3

M3933/14-02 6 u 0.3

M3933/14-03 10 u 0.3

M3933/14-04 20 u 0.5

M3933/14-05 15 u 0.5

M3933/14-06 1 u 0.3

M3933/14-07 2 u 0.3

M3933/14-08 4 u 0.3

M3933/14-09 5 u 0.3

MODEL NO.
(N OR S)

ATTENUATION (dB)

NOMINAL ACCURACY

M3933/14-10 7 u 0.4

M3933/14-11 8 u 0.4

M3933/14-12 9 u 0.4

M3933/14-18 16 u 0.5

M3933/14-19 14 u 0.5

M3933/14-20 13 u 0.5

M3933/14-21 12 u 0.5

M3933/14-22 11 u 0.5

M3933/14-23 1.5 u 0.3


