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VOICE

AUDIO TRANSFORMERS

• Catalog numbers marked without a * are impregnated with  polyurethane

  which will withstand cleaning solvents. Catalog numbers marked with a * are

  processed without impregnation.

• Units withstand temperatures up to 105 degrees C.

• Cross-talk isolation of 65 db minimum.

• Longitudinal balance of 60 db minimum.

• Meets FCC Part 68 requirements

• Voltage breakdown 1500 VRMS.

• Frequency range of 300 Hz. to 3400 Hz.

Drawing 1 Drawing 2

Drawing 3 Drawing 4 Drawing 5

Drawing 6 Drawing 7

Refer to next page for circuit diagrams
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110J051 110J051 110J051 110J051 110J051 006 006 0.0 52.1 05.0 42 0.43 0.74 1 A

*120J051 *120J051 *120J051 *120J051 *120J051 006 006 0.0 05.1 05.0 21 0.54 0.06 2 B
*220J051 *220J051 *220J051 *220J051 *220J051 006 006 0.08 00.2 00.3 9 0.74 0.36 2 B
*320J051 *320J051 *320J051 *320J051 *320J051 006 006 0.0 05.1 05.0 21 0.74 0.36 3 C
*420J051 *420J051 *420J051 *420J051 *420J051 006 006 0.08 00.2 00.3 9 0.74 0.36 3 C

130J051 130J051 130J051 130J051 130J051 006 006 0.08 52.1 05.0 62 5.66 5.37 4 D
230J051 230J051 230J051 230J051 230J051 006 TC006 0.57 05.1 05.0 62 0.76 0.09 4 E

*180J051 *180J051 *180J051 *180J051 *180J051 006 006 0.08 00.2 00.1 21 0.09 0.621 5 F
102J051 102J051 102J051 102J051 102J051 006 006 0.08 00.2 00.1 81 0.47 0.79 7 G
202J051 202J051 202J051 202J051 202J051 TC006 006 0.08 00.2 00.1 81 0.47 0.79 7 H
302J051 302J051 302J051 302J051 302J051 TC006 TC006 0.08 00.2 00.1 81 0.47 0.79 7 J

*112J051 *112J051 *112J051 *112J051 *112J051 006 006 0.0 07.0 05.0 81 0.13 0.93 6 B
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HYBRID VOICE

AUDIO TRANSFORMERS

• Used in all types of central office and customer premises equipment.

• Excellent hybrid characteristics.

• Longitudinal balance of 60 db.

2

3

4

5

1

6

7

11

8

12

9

10
.oN.taC .oN.taC .oN.taC .oN.taC .oN.taC noitacilppA noitacilppA noitacilppA noitacilppA noitacilppA

eriW2 eriW2 eriW2 eriW2 eriW2
smhO smhO smhO smhO smhO

eriW4 eriW4 eriW4 eriW4 eriW4
smhO smhO smhO smhO smhO

yramirP yramirP yramirP yramirP yramirP
ssolnruteR ssolnruteR ssolnruteR ssolnruteR ssolnruteR
bdzHK1@ bdzHK1@ bdzHK1@ bdzHK1@ bdzHK1@

dirbyh-snarT dirbyh-snarT dirbyh-snarT dirbyh-snarT dirbyh-snarT
bdecnalab bdecnalab bdecnalab bdecnalab bdecnalab

yramirP yramirP yramirP yramirP yramirP
am.C.D am.C.D am.C.D am.C.D am.C.D

101J151 101J151 101J151 101J151 101J151 dirbyHrmfX2 009ro006 006/006 63 54 001

○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○


