SPECIFICATIONS BT e AN ON HISTORY DATE [ APPROVED
DIRECTIVITY OMNI - 2008 Praens Ui .
SENSITIVTY 20 £ 3 B
STANDARD OPERATING VOLTAGE 21 Vdc
MAX OPERATING VOLTAGE 3.6 Vdc
CURRENT CONSUMPTION (MAX) 200 HA O Power (NOTE: CUSTOMER DEFINED)
TMPEDANCE (MAX) 100 Ohm c
SIGNAL TO NOISE RATIO (MIN.) 55 dBA POWER ourpuT {1 O
TNTERNAL CAPACITOR 33 & 10 pF wems e
FREQUENCY RANGE 100 ~ 7,000 | Hz S A
OPERATING TEMPERATURE 20 ~ +100 | _°C g S—
STORAGE TEMPERATURE 20 ~ +100 |_°C
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NOTES:
1. ALL DIMENSIONS ARE IN MILLIMETERS.
2. SPECIFICATIONS SUBJECT TO CHANGE OR WITHDRAWL
WITHOUT NOTICE.
3. THIS PART IS RoHS 2002/95/EC COMPLIANT. UNLESiSE g}:i:;mss Designed by Date Checked by Date Approved by Date Drawn Date
' 232
4. MAXIMUM OF 120dB INPUT SPL (FOR LESS THAN 0.5% DISTORTION).  [oweusousase SIZE 2/13/2008 | R.W. |2/13/2008] B.R. |?2/13/2008 | 2/13/2008
5. OUTPUT SIGNAL @ 94dB SPL, 1KHz (-45dB/5.65mV,-40dB/10.04mV). Gl B ANG d POSM-1542-C3310-R
ANGLES ARE #3°. - Edition Sheet
6. 1dB SENSITIVITY VARIATION OVER OPERATING RANGE (1.5-3.6V). POSM-1542.C3310-R Idw u mlo Microphone - |
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