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1453C
Material: 16 ga. Steel base,  Gray color
Cover: 18 ga. Steel vented for cooling

Feet: 0.75" (19 m m ) Rubber
Screws : 8 Supplied (#6-32 X 1/4" self tap)

Screws for Feet: 4 supplied (#8-32 X 3/8" self tap)
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A A

B B

C C

D D

247.65 mm
[9.750 in]

5.05 mm
[.199 in]

5.31 mm
[.209 in]

317.50 mm
[12.500 in]

268.43 mm
[10.568 in]

201.90 mm
[7.949 in]

57.80 mm
[2.276 in]

260.35 mm
[10.250 in]

228.60 mm
[9.000 in]

1.45 mm
[.057 in]

173.43 mm
[6.828 in]

178.54 mm
[7.029 in]

1.22 mm
[.048 in]

177.80 mm
[7.000 in]

180.98 mm
[7.125 in]

96°

177.80 mm
[7.000 in]

40.28 mm
[1.586 in]

177.80 mm
[7.000 in]

180.98 mm
[7.125 in]

23.39 mm
[.921 in]

152.40 mm
[6.000 in]

4.27 mm
[.168 in]

151.18 mm
[5.952 in]

n5.05 mm
[.199 in]

12.69 mm
[.500 in]

Note:
 
Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Contact Factory       mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES Format.

9.53 mm
[.375 in]

314.60 mm
[12.386 in]

1453C

n3.45 mm
[.136 in]

17.83 mm
[.702 in]

146.05 mm
[5.750 in]

n5.54 mm
[.218 in]

n3.61 mm
[.142 in]

 9X

34.93 mm
[1.375 in]

5.49 mm
[.216 in]


