THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.

ALL DMENSIONS AREIN mm
Part q 5 cl cF & 6F Fanduit Die Index Mo. Fanduit Die Index No. Fanduit Die Index No.
o e e Wire Strip | For Class 2r Wire | For Glass 5f & 6f Wire | For Class 5f &6f Wire | 15276 | 050 | i£50 | a+225 [c+2.25|b +225 t
Hmoer e ske e =ize Length Circumferential Dies Circumferential Dies Nest/indentor Dies
LCMC10-00-L 10mme | - 256 e 1 e 87.8 7.14 | 4.36 24.0 61.0 | 14.5 | 1.65+.35
LCMC16-00-L 16 mme 10 mme 28.8 F21 [ I 93.9 7.60 | 5.50 27.2 62.7 | 15.0 | 1.50+.40
LCMC25-00-L 25 mm? 16 mm? 283 F29 o — 101.2 1040 | 7.14 26.7 70.5 | 20.0 | 2.30+.40
LCMC35-00-Q 35 mn? 25 mm? 34.4 F29 7 107.8 | 11.00| 8.20 32.8 705 | 21.5 | 2.00+.40
LCMC50-00-E 50 mm? 35 mn? 38.2 P37 e 2 —— 110.8 | 12.30| 9.80 36.6 69.5 | 23.0 1.80+.40
LCMC70-00-X 70 mm? 50 mn? 396 P45 [ 112.7 1 14.20|11.50| 38.0 70.5 | 20.8 | 2.80+.40
LCMC95-00-X 95 mn? 70 mm? 44 6 P54 P45 Pe2/4 123.5 |16.5013.50| 43.0 73.0 | 24.5 | 2.20+.40
LCMC120-00-X | 120 mn? 95 mim? 41.3 P62 P50 P76/4 1247 [18.60|15.20| 39.7 74.5 | 27.5 | 3.40x.45
LCMC150-00-X | 150 mn? 120 mn? 586 [ =T P76/4 148.0 [21.00|16.50| 57.0 83.0 | 30.5 | 4.30+.45
LCMC185-00-X | 185 mm? 150 mme 57.9 - T P76/4 1496 [23.00|1860| 56.3 83.0 | 33.5 | 4.40+.50
LCMC240-00-6 | 240 mn? 185 mme B5.1 [ Pa7/4 159.5 |126.00|20.80| 63.5 85.0 | 37.5 | 5.20+.50
LCMC300-00-6 | 300 mnv? 240 mm? 70.0 P4 | P106/6 167.1 129.00|23.50| ©68.4 86.5 | 42.5 | 5.30+.55
LCMCX300-006 | - 300 mme 7 - 1 —— F32/8 179.7 133.00|26.20| 73.0 945 | 48.0 | 6.70+.55
LCMC400-006 | 400 mme® |  —— 66.8 Po6 ! - 171.9 |1 34.50|27.00| 65.2 945 | 49.5 | 7.50+.55
LCMC500-00-3 | 500 mme2 | —— 77.8 P25 1 194.2 140.00|31.00| 76.2 98.5 | 57.5 | 8.90+.55
LCMCB30-00-3 | 620mm? |  -—--- 859 P12z | 203.6 [44.00(34.50| 84.3 |100.5| 63.0 | 9.40+.65
) ®
y £9® 25 c € ’ sp
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S NOTES: 1. Material: High conductivity seamless copper fube.
v @3 0 Y PP LISTED CERTIFIED
Boveled 2. Plating: Parts are annealed and tin plated. Wire Connector
No inspection wire entry 3. Wire Type: Class 2r/5f & 6f Stranded Copper per DIN VDE 0295, IEC 60228 and HD 383.
window T . . . .
(internal) 4. UL Listed Wire Connector: Yes, for applications up to 35kv.
Consult cable manufacturer for voltage stress relief instructions
c —‘ z — with applications greater than 2000 volts.
5 @i Po 5. UL Temperature Rating: 90° C
T ? 6. C.S.A. Certified Wire Connector: Yes
™ 7. Parts are CE and tested per EN 61238-1:2003/IEC 61238-1:2003 Class B, with Class 2r wire 10mm? - 240mm?2.
METRIC LUGS - LCMC BLANK TONGUE SERIES
10-630mm LONG BARREL
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