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THIS COPY 1S PROVIDED ON A RESTRICTED BASIS AND
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IN ANY WAY DETRIMENTAL TO THE

INTERESTS OF PANDUIT CORP.

PANDUIT P/N

WEIGHT

MS4516

.43 LB/EACH PC
(193.6 g/EACH PC)

NOTES:
SEE CURRENT CATALOG FOR ADDITIONAL
PART NUMBER SUFFIXES TO INDICATE
COLOR AND OR PACKAGE QUANTITY.
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4. PART INCLUDES:
- 1X4 VIDEO SPLITTER MODULE
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@ @ PART NUMBER
ZL MS4S TG
MEDIA DISTRIBUTION 1X4 CATV PASSIVE VIDEO
SPLITTER A
CUSTOMER DRAWING
PaNDUIT
M02695AL_DC106/01B
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1 | 5-02-14 | MDJR | REFR | MMR |A. UPDATED TITLE BLOCK 02695-106 e st — STEEL
R 11-19-07 JSP REFR | REFR |RELEASED TO PRODUCTION 02695-106 TPHRIORJDECATNIGOLNE 02695 _ 1 06
REV| DATE BY CHK | APR DESCRIPTION ECN Jsp 11-19-07 REFR NONE SHT 1 OF 1 A




