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GOLD PLATING OPTION

REVISIONS

REV | DESCRIPTION, ECN, EAR NO. DATE APP’D
E | PROPOSAL DRAWING APR 18/14|L.CHAN
F PROPOSAL DRAWING MAY 21/15|L.CHAN
G | UPDATE BACK WALL OF SHIELD FEB 14/17|L.CHAN
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RECOMMENDED PCB HOLE LAYOUT
SEEN FROM COMPONENT SIDE
TOLERANCE: +0.05 [0.002]

2.030 [0.0799]

5.000 [0.1968]

3.460 [0.1362]

1=6u" GOLD PLATING
2=15u" MIN. GOLD PLATING
3=30u" MIN. GOLD PLATING
4=50u" MIN. GOLD PLATING
NOTES:
7. VOLTAGE RATING: 125 VAC.
2. CURRENT RATING: 1.25 AMP. 2
3. INSULATING RESISTANCE: 500 MEGOHMS MINIMUN.
4. DIELECTRIC STRENGTH: 1000 VAC RMS 60Hz, 1 MIN.
5. CATEGORY 5e CHARACTERISTIC:
FREQUENCY | NEAR—END CROSS TALK | RETURN LOSS |INSERTION LOSS i
MHz dB, MIN. dB, MIN dB, MAX
1.0 65 30 0.1
4.0 65 30 0.1
8.0 64.9 30 0.1 3
10.0 63 30 0.1
16.0 58.9 30 0.2
20.0 57 30 0.2 i
25.0 55 30 0.2
31.25 53.1 30 0.2
62.5 47.1 24.1 0.3
100.0 43 20 0.4 ¢
MECHANICAL:

1. SHIELD: STAINLESS STEEL, WITH TIN—DIP ON SOLDER TABS.
2. HOUSING: HIGH TEMP THERMOPLASTIC. UL 94V—0.
3. CONTACT: COPPER ALLOY

SELECTIVE GOLD PLATING FOR MATING SURFACE,

50u” NICKEL UNDERPLATE

100u”
ENVIRONMENTAL:
1. STORAGE: —40° TO +85°.
2. OPERATION: —40° TO +85°.

MATTE TIN PLATING ON CONTACT SOLDER TAIL.

MATES WITH MODULAR PLUG CONFORMING TO TIA—1096 STANDARD.

RECOMMENDED SOLDER PROCESS:
FOR 10 SECOND.

260"

WAVE SOLDER, PEAK TEMPERATURE
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N - <o MODULAR JACK, SINGLE PORT, 8PEC,

GENERAL TOLERANCES FOR MM [DWG APP'D  A.GREEN MAY 09/12 SHIELDED’ TAB UP TYPE WITHOUT LED’
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